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Designed to withstand harsh environments, Colform Ceiling System is
ideal for applications ranging from exterior metal ceiling to painted
facades. Appropriate for vertical and horizontal installations, with an 3
engineered carrier system that provides excellent resistance to wind <N

pressure and creates a solid and even surface.

v Applicable to ceiling and facade v Available in Prepainted Aluminium and

Prepainted Aluminium Zinc material
V" Durable and minimal maintenance

v Light weight component,
v~ Termite free, fire and vapour resistance easy to install with economic value
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Specifications \\

Panel size 100mm, 150mm, 200mm effective width, perforated panels available upon request.

Thickness 0.40mm - 0.50mm thick Prepainted Aluminium Zinc panels

0.50mm - 0.60mm thick Prepainted Aluminium panels

Accessories

(a) Carrier 3660mm(L) x 18mm(W) x 35mm(H) x 0.75mm thick (G550 Aluminium Zinc or Galvanised Material)
(b) Edge and Corner Finish 0.40mm - 0.50mm thick Prepainted Aluminium Zinc / Aluminium Wall Angle and U-Channel

(c) Suspension 0.50mm thick G.| bracing and 14 gauge G.l. wire hanger (to be supplied by others)

(d) Joint Finish 75mm wide panel joint
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FOR MORE INFO,
PLEASE CONTACT US AT: SANDAKAN




